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Abiko Mobile - tool with interchangeable dies

Characteristics
Professional terminal crimping tool with interchangeable dies to be ordered 
separately.
Characteristics:

reliable, safe, inexpensive and ergonomic tool

parallel crimp movement with 10,000 N crimp force, tested for 20,000 
crimps 

crimp dies can be changed quickly and easily in one simple operation

the crimp dies are held together in pairs in a unit which is stored in a 
dedicated holder 

broad range of dies allows you to use a single tool frame for 20 different 
crimp applications

light and efficient - weight 460 g, length 234 mm, width 64 mm

Abiko Mobile comes in three basic designs:

Abiko Mobile
Mobile hand tool (frame only). Dies additional.

Mobile Installation
Abiko Mobile - tool with two interchangeable dies 

Die OAA0525 for the crimping of insulated terminals 0.5 - 2.5 mm²

Die OEB0210 for the crimping of end sleeves 0.25 - 10 mm²

Mobile DataCom
Abiko Mobile - tool with two interchangeable dies 

Die OMP45 for the crimping of modular plug RJ45

Die OCC1113 for the crimping of coaxial terminals RG58, RG59, 
RG62 and RG71

Mobile box
Box for mobile tool with space for the tool and 5-6 associated dies. Tool and dies 
should be ordered separately.

Abiko Mobile

Mobile Box
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OEB0210
For crimping of 
end terminals
0.25 - 10 mm2.

OAA0525
For crimping of
pre insulated 
terminals
0.5 - 2.5 mm2.

OPB0140 
For crimping of
global power 
connectors, 
GPC, 0.14 - 4 mm2.

OPB6099 
For crimping of
global power 
connectors, 
GPC, 6 - 10 mm2.

OWB4099
For W-crimping 
of uninsulated 
terminals
4 - 10 mm2. 

OKB0725 
For indent crim-
ping of uninsula-
ted terminals
0.75 - 2.5 mm2.

OKB0560 
For indent crim-
ping of uninsula-
ted terminals
0.5 - 6 mm2. 

OAA0160 
For crimping of 
pre insulated 
terminals
0.1 - 0.5 & 
4 - 6 mm2. 

OEB1625 
For crimping of 
end terminals
16 - 25 mm2. 

OEB3550 
For crimping of 
end terminals
35 - 50 mm2.

ORB0110 
For roll crimping 
of terminals
0.1 - 1.0 mm2.

ORB0560 
For roll crimping 
of terminals
0.5 - 6 mm2.

OFO5432 
For crimping 
of fiber optics 
connections, 
hex 3.25/3.84, 
5.41/5.00 and 
4.52.

OCC0908 
For crimping of 
coaxial contacts
hex 0.7, 1.69, 3.25 
and 4.52.

OCC1113 
For crimping of 
coaxial contacts,
hex 1.69, 5.41 and 
6.48.

OCC4755 
For crimping of 
coaxial contacts,
hex 8.23 and 
9.14.

OMP45 
For crimping of 
modular-
plug RJ45. 

OMP11 
For crimping of  
modular-
plug RJ11. 

OSW0360 
For crimping of 
through connectors 
with heat shrink 
insulation 0.3-0.75 
and 4-6 mm2.

OSW0525 
For crimping of  
through connectors  
with heat shrink  
insulation 0.5-1.5 
and 1.5-2.5 mm2.

You complete your kit with these dies
Complementary dies to Abiko Mobile is presented in the below tables. 

All dies have the same easy and fast fastening in the frame. 
The dies are kept together as pairs and are delivered in a plastic cassette which can 

be put together with other cassettes.  
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Crimping tools for Cu-terminals

Crimp range 4 - 25 mm²

Characteristics:
certified tool for standard compliant terminals 

30% less manual force than the previous T2258 version simplifies crimping

ergonomic handle facilitates installation work

scissor movement for optimum access in tight spaces

ratchet function which does not release until crimping is complete 

six-edged crimping with distinctly marked die nests

options for recalibrating after long-term use

KS2258
Certified crimp tool for the crimping of Cu terminals, type CUT 6-16 mm² and 
KR/KS 4-10 mm². KS2258 replaces T2258 ABIKO.

Particulars:
adjustable if changes occur after long-term use
weight 700 g, length 300 mm

KL2258
Certified crimp tool for the crimping of Cu terminals, type KRF/KSF 16-25 mm².

Particulars:
adjustable if changes occur after long-term use
weight 700 g, length 300 mm

 

Crimp range 10 - 70/95 mm²

T3165A1/T3165B/T3165C
Crimp tool for crimping of Cu terminals and connectors:
T3165A1: KR/KRF/KS/KSF, 10-70 mm².
T3165B:  KR/KRD/KS/KSD, 10-95 mm².
T3165C:  KRT/KST, 10-95 mm².

Particulars:
equipped with full closure mechanism

crimp nest wheel of rolled steel which gives high durability

weight 3.0 kg, length 500 mm

crimp force up to approximately 35 kN

KS2258

KL2258

T3165A1/T3165B/T3165C

Crimp geometry

Crimp geometry

Crimp geometry
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Crimp range 6 - 50 mm²

TH0650T
Mechanical handtool for crimping of Cu-terminals type  KRT/KST up to 50 mm².

Particulars:
rotating crimp wheel

weight 1.5 kg, length 400 mm

no full closure mechanism

Crimp range 10 - 120 mm²

TH10120T
Mechanical handtool for crimping of Cu-terminals type  KRT/KST up to 120 
mm².

Particulars:
rotating crimp wheel 

weight 3.7 kg, length 650 mm

no full closure mechanism

TH0650T

Crimp geometry

TH120T

Crimp geometry
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Cutting and stripping tools

UP-B41
Cutting tool.

Characteristics:
cuts Cu cables up to approx. Ø 15 mm

not designed for cutting steel

small and very effective

a professional tool with high quality

gives a clean cut surface

ABIKO 001
Cutting and stripping tool.

Characteristics:
cutting and stripping tool in high quality steel 

cuts and strips 0.5-6 mm² (20-10 AWG)

light and efficient 

lockable strip setting

UP-B41

Max area mm² Name Weight g Length mm

95 UP-B41 300 200

ABIKO 001

Area mm² Name Weight g Length x Width mm

0.5-6.0 ABIKO 001 103 140 x 65
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EMBLA
Self adjusting stripping and cutting tool.

Embla is available in 3 designs:
EMBLA S

with stripping knife, straight blade, for PVC insulation 0.02-10 mm² 
(AWG 34-8)

EMBLA V
with stripping knife, V-shaped blade, for PVC and hard insulations like PTFE 
0.1-4 mm² (AWG 28-12)

EMBLA 16
with stripping knife, oval-shaped blade, for 4-16 mm² (AWG 12-5)

Characteristics:
cutting capacity (standard cassette):
- multistrand conductors 10 mm² (AWG 8)
- single strand conductors 1.5 mm² (AWG 16)

Versatility: through its simplicity of action and the easily interchangeable 
cassettes the tool strips most modern insulation materials. The working area 
is the widest available in this type of tool.

Precision: Fine adjustment facilitates stripping of even the thinnest insula-
tion without damaging conductors. Once stripping has been completed, the 
stripping knives are opened and are held open during knife return to allow 
the easily removal of cables from the tool without scratching.

Ergonomics: The special design, soft rubber insert in the firm handle, low 
friction, optimised handle width, angled head and low weight all provide for 
comfortable working with least possible strain.

Long life: Stripping cassettes and cutting knives can be replaced for long tool 
service life.

Reliable: Tested for more than 150,000 cycles. Manufactured in high 
strength plastic double the strength of ordinary PA6 (nylon).

Accessories
EMBLA can be supplemented with the below stripping cassettes for various 
cable sizes and types of insulation. The cassettes can be changed in one easy 
operation.
EMBLA SP S

with stripping knife, straight blade, for PVC insulation 0.02-10 mm² 
(AWG 34-8)

EMBLA SP V
with stripping knife, V-shaped blade, for PVC and hard insulations like PTFE 
0.1-4 mm² (AWG 28-12)

EMBLA SP 16
with stripping knife, oval-shaped blade, for 4-16 mm² (AWG 12-6)

EMBLA

AWG Area Name Weight g Dimensions

34-8 0.02-10 mm² EMBLA S 136 191x123x20

28-12 0.1-4 mm² EMBLA V 136 191x123x20

12-5 4-16 mm² EMBLA 16 136 191x123x20

AWG Area Name Weight g

34-8 0.02-10 mm² EMBLA SP S cassette 20

28-12 0.1-4 mm² EMBLA SP V cassette 20

12-6 4-16 mm² EMBLA SP 16 cassette 20

EMBLA S cassette

EMBLA V cassette

EMBLA 16 cassette
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TOR
Cable stripping tool.

Characteristics:
two interchangeable hooks for various cable diameters 

Locked position for cross, longitudinal and spiral cuts 

stripping: cable diameters 4.5 - 40 mm, insulation thicknesses up to 4.5 mm

reserve knife can be stored in the handle 

ODEN
Stripper tool for signal, telephone, audio, instrument, data and similar cables.

Characteristics:
precise setting and adjustment performed with nine-position adjustment 
knob 

stripping: cables  2.5-11 mm, up to 1.0 mm thick insulation 

flexible: strips or removes insulation on most multistrand conductors and 
optic cables up to  11 mm 

easy changing of blade cassette

MINIM
Characteristics:

the edge is ribbed and strips all types of PVC insulation 

the mechanical components are made of tempered steel

the handle is made of fibreglass reinforced nylon (PA)

TOR

Area Name Weight g Dimensions

 4.5-40 mm TOR 116 150x42x31 mm (small hook)
167x52x31 mm (big hook)

TOR SP KNIFE
(reserve knife)

10

ODEN

Area Name Weight g Dimensions

 2.5-11 mm ODEN 28 91x40x19 mm

ODEN SP KNIFE
(reserve blade cassette)

10

MINIM

Name
Area 
mm² Max cutting Ø Weight g

Length 
mm

MINIM 0.08 - 2.5 2.5, Solid 1.5 160 100
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COREX II
Stripping tool for coaxial cable, diam 2.5-7.6 mm.
Corex II is always supplied with 1 basic tool, 1 cassette (will last up to 2000 
strippings), 1 adjustment gauge, 4 V blocks, 1 adjusting spanner and 
Swedish instructions.

Knife cassette
.

COREX II

A B

Order no.
Colour
 code "A" "B" mm Weight g

CX-202 optional* 6.0 40

CX-203 optional* 9.2 40

CX-204 optional* 12.0 40

CX-207 optional* 6.8 40

*) can also be adjusted to size with C-ST.
The tool is supplied ready adjusted for RG58.

A B C

Order no.
Colour 
code "A" "B" mm "C" mm Weight g

CX-300 optional* 5.5 5.5 40

CX-301 optional* 2.7 8.3 40

CX-305 optional* 6.0 6.0 40

CX-309 optional* 2.5 6.8 40

CX-399 optional* 3.5 7.5 40

*) can also be adjusted to size with C-ST.

Complete stripping in 10 sec.

Order no.
Colour 
code Article Mantle type

C-202 Knife cassette* 2 stage

C-203 Knife cassette* 2 stage

C-204 Knife cassette* 2 stage

C-207 Knife cassette* 2 stage

C-300 Knife cassette* 3 stage

C-301 Knife cassette* 3 stage

C-305 Knife cassette* 3 stage

C-309 Knife cassette* 3 stage

C-399 Knife cassette* 3 stage

C-ST - Cable clamp

REDDY Gauge for RG58/59 and RG 174/316

*) see above table for relevant stripping length
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