FISCHER CORE SERIES

BROADCAST

THE BEST OF TRIAX
RUGGED FOR OUTDOOR USE
TURNKEY CABLE SOLUTIONS

Integrated Triax HD connector
and cable solution

Optimized for broadcast cameras

Long transmission distance
HD/SD signal compliant
IP68

= -. - o
! iEw
| |z &
[} 4 i [T
o
&y - I -
{12 -
g R

: [, afl lm

4 VY
(s cher
REIMAGINING CONNECTIVITY S C h er

TUOGETHER CONNECTOTRS



TRIAX CONNECTORS BODY STYLES (M]

PLUGS
CABLE
MOUNTED
BODY STYLES SE DSR
Locking system Push-pull Push-pull
Sealing IP68 IP50
Design Standard Cable mounted
PANEL
MOUNTED
BODY STYLES DS DSQ
m Over 5000 mating cycles Locking system Push-pull Push-pull
Sealing IP50 IP50
m Sealed up to IP68 when mated Design Standard Square flange
m Corrosion resistant % ﬁ
BODY STYLES SE-SE SE-SE
Locking system Push-pull Push-pull
Sealing IP50 IP50
TU R N KEY CABLE SOLUTIONS Design In-line adapter Bulkhead feedthrough
RECEPTACLES
CABLE
MOUNTED
BODY STYLES KE DKE
Locking system Push-pull Push-pull
Sealing IP68 1P68
Design Standard Cable mounted
PANEL
MOUNTED
BODY STYLES DB DKBE DBQ
Sealing P50 1P68 IP50
Design Standard Cable mounted Square flange
m HD/SD signal compliant
m |ong transmission distance Q “
m Cost efficient BODY STYLES KE-KE KE-KE
Sealing IP50 IP50
Design In-line adapter Bulkhead feedthrough
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